RECO

HIRE & SALES

RECO. The best start of any project!

RACK AND PINION GOODS HOIST
Scando 'M' Combi 25

TECHNICAL DATA

PLATFORM DIMENSIONS

Internal width x length metre 1.4x20 1.4x3.0 1.4x3.2 1.4x3.7 1.4x4.0 1.4x6.2
Base width x length metre 3.05x24 3.05x34 3.05x3.6 3.05x41 3.05x44 3.05x6.6
CAPACITY (with symmetrical platform configuration)

Payload kg 2500 2300 2300 2000 2000 1000
Speed m/s 0,45 0,45 0,45 0,45 0,45 0,45
Maximum lifting height m/s 100 100 100 100 100 100
Erection crane capacity kg 150 150 150 150 150 150
Safety device type GFD GFD GFD GFD GFD GFD
Maximum tie spacing m 15 15 15 15 15 15
Mast section length m 1,508 1,508 1,508 1,508 1,508 1,508

ELECTRICAL DATA

Power supply

400V 3Ph 50 Hz

Power supply fuses 63 A
Rated power 2x7.5 kW
Starting current 210 A
Running current 35A
Power consumption 26 kVA
WEIGHTS

Base unit 1730 kg
Mast section with 1 rack 130 kg
Mast section with 2 racks 154 kg
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Additional sections:

500 mm
600 mm
850 mm
1000 mm
2000 mm




